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DataCollectionPlatform Telemetry

ReportingMethod
ObservationEquipment

RadarGage
transmission_type

PseudoGage

RiverGageRainGage

TelemetryPayor

TelemetryOwner

GageMaint

GageOwner

equipment types:
 manual vs. auto
 hydro vs. met

usually satellite

Automated Platforms
ASOS
GOES
CADAS

uses

*goes:CharacterId
owner:String
criteria:String
reportingtime:TimeOfDay
frequency:TimePeriod

type: String
criteria:String
sensorId: String
phone:String
cost:Money
frequency:TimePeriod

notify:CharcterId
owner:CharacterId
reportCriteria:String
reportFreq:String
reportTime:TimeStampawips_status():EquipmentStatusCode

equipment_type_code:String
equipment_name:String
equipment_description:Text
reporting_frequency:TimePeriod

latestBias():Bias

*gtype
*gbegin:TimeStamp
gend:TimeStamp
remark:Text

*USGSid:CharacterId

reviseDate:TimeStamp
lat:Latitude
lon:Longitude
sourceLatLon:String

riverMile:Float

zeroDatum:Float
datumReference:String
+vdatum:Float

rateDate:TimeStamp
rateAgency:String
levelDate:TimeStamp
levelAgency:String

type:RiverGageTypeCode

beginDate:TimeStamp
endDate:TimeStamp
gageLocHistory:Text


